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●Technical Specifications             ●Dimension   

Model No.   LCIR-H1080VZ 

Image Sensor 1/2.9" SONY IMX323 CMOS 

Resolution 1080P 

Effective Pixel 1985(H)×1105(V), 2.19MP 

Signal System PAL/NTSC 

Day & Night Ext/Auto/Color/B/W 

S/N Ratio ≥41dB 

Min. Illumination 0.01LUX 

BLC Auto 

AES Auto/1/50(1/60)-1/50000sec 

AWB AUTO 

AF AF Mode/One Shot AF/TDN AF/Lens Int/Power Mode 

Video Output Before Enter the OSD Menu, Long Press "Enter" for 5  

seconds to switch between TVI/CVI/CVBS/AHD mode 

Lens Model 2.8-12mm IR 3MP Zoom Lens 

Angle of View 96°- 36° 

IR Light 42µ×4pcs IR LED Array 

IR Range 60m±3m 

Operating Conditions -20°C ~ 50°C, Humidity <85% 

Power Supply DC 12V 

Power Consumption Max. 1W (Max. 8.5W with ICR on) 

Weather Proof IP66 

Bracket 3-AXIS Concealed Cable Bracket 

Dimension(L×W×H) ,  Weight 275×115×95mm,   853g 

Specifications are subject to change without prior notice 

� 1/2.9" 2.19MP SONY CMOS 

� AHD/CVBS/HD-TVI/HD-CVI 4-in-1, 1080P 

� Coax Transmit Distance 300-500m 

� Built-in 2.8-12mm IR corrected 3MP Zoom Lens 

� Support 4X Auto Focus function 

� Support DVR Coaxial Control Zoom function 

� On Screen Display  

� Built-in ICR 

� 42��4pcs IR LED Array, IR Range: 60m/200ft 

� Full Metal Body Vandal-proof IK10 

� Water resistance IP66 


